


Innovation Optronics Instrumentation

The Profiling Line offers the
most advanced measuring
systems, with capability of
measuring beams as small
as 0.5 ym and up to 12 mm
measurements wavelength
ranges from deep UV (190
nm) and up to 2.7 ym
range. Unique attachment
set offers measurements of
hundreds of watts laser
beams at the focal point, as
well as very faint beams
producing no more than
0.0001 Lux.

The optional filter wheel
enables testing a large
dynamic range of laser
beams with different power
levels.

The easily attached beam
reducer enables switching
from %2” camera into a 1"
camera by a fraction of a
cost.

The uBeam series is
capable of measuring
beams down to less then
0.5um with nanometric
resolution.

The BeamAnalyzer series
is a powerful patented
beam profiler system for
CW beams. Being the only
one device in the market,
that performs multiple slit
scanning with Tomographic
Reconstruction procedure
that offers 2D/3D beam
imaging as well.

And last, but not least is
the new BeamOn Long-
Bow, which is a unique
beam profiler solution for
various measurements
from remote.

BeamOn HR

High Resolution CCD Beam Profiler
A 1.4 Mega Pixel CCD beam profiler
having 12 bit resolution.
Measurements include beam profiles,
beam position and power. A portable
USB 2.0 device, handles both CW and
pulsed beams. Complete set of
accessories is offered for large beams
and power attenuation, filter wheel
with automatic filter recognition for
accurate power readings

pBeam

The Analyzer for Microscopic
beams

Measures microscopic beams of less
than 0.5um (FWHM). Full stand alone
instrument or USB 2.0 interface,
measures beam profiles, beam shape
and beam position. Optical zooming
for fast beam finding, handles CW or
pulses. Measures yW to above 100W
with optical filter and a custom
attenuation device.

BeamOn Long-Bow
Optical Beams Measurement from

Remote

Measures large or small beam profiles
from remote, handles CW or pulsed
beams. Based on a USB 2.0 interface,
includes an AutoFocus function and
motorized zooming function.
Measures solar beam projected from
remote, UV beams through a
conversion plate.
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BeamOn

CCD Beam Profiler

A 2" CCD beam profiler for the UV
range through IR1550nm.
Measurements include beam
profiles, beam position and power. A
portable USB 2.0 device, handles
both CW and pulsed beams.
Complete set of accessories is
offered for large beams and power
attenuation.

Beam Analyzer

Multiple scanning knife-edge
beam profiler

A high precision beam diagnostics
for CW lasers, based on a stand
alone device or a PCl inteface.
Measures beam profiles, beam
shape, beam position and power.
Wide spectral range from 190nm
through 2.7um, beam sizes from
3um to 9mm with 0.1um resolution.
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